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h-power Zinc-Carbon

Premium — 200 hours
Oordinary Zinc-Carbon

e —

XX Functions:

l. POWER SWITCH:
2. RESET KEY:

3. TYPE KEY:

4. DOWN KEY:
5. UP KEY:

6. TEST KEY:
7. SEARCH KEY:

8. SELF TEST:

150 hours

power on/off
reset internal chip
& LCD

select IC family
type (TTL74, CMOS40
» CMOS45, DRAM41

» DRAM44)

forward IC number to
the next number
back IC number to
the previous number
test current IC
search all unknown
IC numbers except

DRAM
(NOTE: do not enter

search key for DRAM)

when power on or
reset the TESTER

enters AUTO SELF
TEST automatically
for internal

component &
interface check. If

any error happens
"SELF TEST_ ERROR. "
will be shown on LCD
display and system
halts.

III. Operation:

1. connect DC adaptor (or load 9V
battery)

2. power on IC TESTER, wait till SELF
TEST complete ( "SELF TESTING...."
is shown on LCD displgy )

3. select IC type and number for test
( if IC number is unxnown, TYPE
first then SEARCH )

4. put device into textool as follows
position:

(CAUTION : DRAM is in opposite
direction)

20 PIN
18 PIN
16 PIN
14 PIN

20 PIN

18 PIN
16PniL—il—ﬂ

FOR: FOR:
TTL74,CMOS40,CMOS45 Series  DRAM 41,DRAM 44 Series

5. enter TEST( or SEARCH ) key
6. result shown on LCD display
A. TEST MESSAGE :
a. "TEST-OK*" :device test ok
b, "**BAD!**" :device test fail
B. SEARCH MESSAGE :
a. "**END.**" : no suitable IC
number |
b. "**FIND**" : firgt suitable
IC number
(by enter SEARCH again for
next suitable IC number)
C. "FIND*END" : only one
suitable IC number
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Warning: Switch power off, if the
TESTER is not used
1. Battery replacement:
a. Switch power to OFF position
b. replace old battery with new
battery ( Use Single standard
9V battery )
DC power supply adaptor
specifications:
a. adaptor plug polarity:

> " . n
ADAPTOR > N 4 N

b. output : 9V/DC , 300mA




APPENDIX: IC

TTL74 serial

0000
0010
0020
0032
0044
0054
0072
0084
0096
0126
0139
0155
0166
0191
0243
0257
0280
0351
0374
0425
0465
0533
0590
0643
0797

0001
0011
0021
0033
0045
0055
0073
0085
0107
0128
0140
0156
0168
0192
0244
0258
0283
0352
0375
0426
0466
0534
0620
0644
0804

0002
0012
0022
0034
0046
0060
0074
0086
0108
0131
0141
0157
0170
0193
0245
0259
0290
0353
0376
0440
0467
0540

0621
0645
0805

:
0003
0013
0024
0035
0047
0061
0075
0089
0109
0132
0142
0158
0173
0194
0246
0260

0293

0363
0377
0441
0468
0541
0622

0668

CMOS40 serial :

0000
0013
0023
0038
0052
0070
0085
0105
0193

0001
0014
0025
0040
0053
0071
0086

0106

0194

0002
0015
0026
0041
0054
0072
0093
0109

0006
0016
0027
0042
0055
0073
0094
0160

CMOS45 serial :
0001 0002 0003 0004

0018 0019 0020 0024
0056 0072 0082 0084

" DRAM41 serial :
4164 41256 411000

' DRAM44 serial :
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